
Types

3000 K, 4000 K
CRI ≥ 80, 3 SDCM
up to 137 lm/W
L90 @ 50 000 h
DALI-2
opal, microprismatic (UGR ≤ 19),
jut-out, asymmetric wallwasher

Colour

Light distributions
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recessed trim

asym.direct direct
3-sided

LENO
recessed with trim / trimless

quick
installation

Quickinfo

LENO

DiiA® standards 
251, 252, 253

Data 
Monitoring
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recessed trimless

system
solution (p. 862)

microprismatic 
UGR ≤ 19

FR Canal à encastrer extrêmement plat ; 
convient pour un encastrement sans bord en 
plafonds en placoplâtre de 12,5 mm, ou avec 
bord continu ; montage mur ou plafond ; ther-
molaquée ; formation de bords spéciaux avec 
cannelures pour meilleure adhérence du l’en-
duit (trimless) ; montage simple sans décou-
page de la sous-construction ; élément d’éclai-
rage antichute en profil d’aluminium extrudé 
pour montage en canal sans outil au moyen de 
fixations magnétiques ; lumière couplée laté-
ralement guidée vers le bas par LGP Body 
(Light Guiding Prism) et réflecteur haut. effi-
cace ; cache éclairé de façon homogène, 
satiné (affleurant ou en saillie) ou microprisma-
tique en PMMA ; en option diffusion asym. de 
la lumière ; LED à haut rend. énerg. – excellent 
rendu coul. ; convertisseur externe pour fente 
plafond

EN Low profile recessed channel; suitable for 
trimless installation in 12.5 mm plasterboard 
ceilings, or with trim; wall or ceiling mounting; 
powder coated; special edge design with 
grooves for better adhesion of filler (trim-
less); easy mounting without need to cut the 
substructure; fall-safe light inset made of 
extruded aluminium profile, can be inserted 
in the canal without tools by magnetic hold-
ers; side coupled light, directed downwards 
by LGP body (Light Guiding Prism) and 
highly efficient reflector; homogeneously 
illuminated, satinised (flush or jut-out) or 
microprismatic PMMA cover; optional asym. 
light distribution; energy-eff. LEDs – very 
good colour rendering; external converter for 
ceiling insertion
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LENO trim

LUMINAIRE
SYS. POWER COLOUR TEMP. LUM. FLUX L (mm) ORDER CODE

10.8 W 3000 K 1230 lm 629 0 5 1 - 8 4 1 2 3 7
4000 K 1300 lm

19.1 W 3000 K 2450 lm 1237 0 5 1 - 8 4 1 4 3 7
4000 K 2600 lm

28.6 W 3000 K 3680 lm 1846 0 5 1 - 8 4 1 6 3 7
4000 K 3890 lm

38 W 3000 K 4900 lm 2454 0 5 1 - 8 4 1 8 3 7
4000 K 5190 lm
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15.6 W 3000 K 1570 lm 616 0 5 1 - 8 4 1 2 3 7 A
asym. 4000 K 1660 lm
31 W 3000 K 3140 lm 1237 0 5 1 - 8 4 1 4 3 7 A
asym. 4000 K 3330 lm
47 W 3000 K 4710 lm 1846 0 5 1 - 8 4 1 6 3 7 A
asym. 4000 K 4990 lm
62 W 3000 K 6280 lm 2454 0 5 1 - 8 4 1 8 3 7 A
asym. 4000 K 6650 lm

220-240 V

IP 20

IP 401 ADDR.

UGR
≤  19

Order options

COLOUR TEMPERATURE

3000 K 5
4000 K 6

CONTROL

DALI-2

MATERIAL COLOUR

 tra¨c white RAL 9016

LIGHT OPTIC COVER

opal high performance H
microprismatic (UGR ≤ 19) G
jut-out J
asymmetric

Options on request

COLOUR RENDERING INDEX

CRI ≥ 90

asymmetric

30°

60°

90°

Accessories

DISMOUNTING TOOL
TYPE ORDER CODE

vacuum cup 0 8 6 - 3 0 0 0 0Light distribution

X-PERT

RG 0
IEC 62471

xal.com/leno

LUMINOUS FLUX value calculated for 
CRI ≥ 80, colour white, cover opal
microprismatic -5 %, jut-out -4 %
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LENO trimless

LUMINAIRE
SYS. POWER COLOUR TEMP. LUM. FLUX L (mm) ORDER CODE

10.8 W 3000 K 1230 lm 616 0 5 1 - 8 3 1 2 3 7
4000 K 1300 lm

19.1 W 3000 K 2450 lm 1224 0 5 1 - 8 3 1 4 3 7
4000 K 2600 lm

28.6 W 3000 K 3680 lm 1833 0 5 1 - 8 3 1 6 3 7
4000 K 3890 lm

38 W 3000 K 4900 lm 2441 0 5 1 - 8 3 1 8 3 7
4000 K 5190 lm

220-240 V

UGR
≤  19

IP 20

IP 401 ADDR.

13 + 45 (power supply)

jut-out
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X-PERT

RG 0
IEC 62471

15.6 W 3000 K 1570 lm 616 0 5 1 - 8 3 1 2 3 7 A
asym. 4000 K 1660 lm
31 W 3000 K 3140 lm 1224 0 5 1 - 8 3 1 4 3 7 A
asym. 4000 K 3330 lm
47 W 3000 K 4710 lm 1833 0 5 1 - 8 3 1 6 3 7 A
asym. 4000 K 4990 lm
62 W 3000 K 6280 lm 2441 0 5 1 - 8 3 1 8 3 7 A
asym. 4000 K 6650 lm

Technical data

see page 497

Rev. 001/2022-05




