ML SASSO PRO

Quickinfo

3000K, 3500K, 4000K
up to 1850Im | 126 Im/W
CRIZ=90, CRI=95, 2 SDCM
L90 @ 50000h

non DIM, DALI-2

Types

semi-recessed offset-recessed
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SASSO PRO 80 GKAM

semi-recessed/ offset-recessed

EN Round recessed spotlight in die-cast alu-
minium; installation without tools in mounting
set with ball catch system; surface powder
coated; installation possible in different
housings; light inset rotatable and tiltable;
optionally with recessed lighting level; optical
attachments as accessories; high quality
lens system; precise radiation characteristics
with different beam angles; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; efficient LEDs with very
good colour rendering

FR Spot rond encastrable en fonte d’alumi-
nium injectée ; montage sans outil en kit de
montage par systéme a déclic a bille ; sur-
face thermolaquée ; encastrement possible
dans différents boitiers ; module d’éclairage
rotatif et orientable ; en option avec niveau
d’éclairage décalé vers larriére ; eléments op-
tiques comme accessoires ; optique lentille de
grande qualité ; précision de caractéristique
de rayonnement avec divers angles de diffu-
sion ; Technologie COB (Chip on Board) pour
efficacité maximale ; pas d'ombres multiples ;
LED économes en énergie a restitution de
couleur élevée
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Order options

3000K (CRIz90)
3500K (CRI=90)
4000K (CRI=z90)
3000K (CRI=95)
3500K (CRI=95)
4000K (CRI295)
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semi-recessed
offset-recessed
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O traffic white RAL 9016
@ jet black RAL 9005
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narrow spot 14°
spot 20°
medium 26°
flood 39°

wide flood 50°
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INSET POWER is the current
consumption excluding any ballast
LUMINOUS FLUX value calculated for
3000K, CRI=90, medium lens

semi-recessed

offset-recessed
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INSET POWER LUMINOUS FLUX ORDER CODE
11.7W 300mA 870Im  X048-2900:1@N
narrow spot 14
14.4W 400mA 1320lm  X048-2900:1@S
spot 17
155W 450mA 1960Im  X048-29000:1@a

medium, flood, wide flood

Mounting accessories

for plasterboard ceilings 12.5/15/25 mm
ORDER CODE
048-2996117

COLOUR
O traffic white RAL 9016

for intermediate ceilings 2-25mm
ORDER CODE
048-2996317
048-2996318

COLOUR
O traffic white RAL 9016
@ jet black RAL 9005

Electrical accessories

220-240V AC, 50-60Hz, Ol PC I
TYPE ORDER CODE

300mA | non DIM 002-90771
300mA | DALI-2 002-90790
400mA | non DIM 002-90792
400mA | DALI-2 002-90791
450mA | non DIM 002-90766
450mA | DALI-2 002-90767
Optical accessories
black

TYPE ORDER CODE
SASSO PRO 80 007-1965188
TYPE ORDER CODE
SASSO PRO 80 007-1965880
TYPE ORDER CODE
SASSO PRO 80 007-1965980
TYPE ORDER CODE

SASSO PRO 80 007-1965780




