
3000 K, 4000 K
CRI ≥ 90, 2 SDCM
BO 32 up to 79 lm/W
BO 45 up to 85 lm/W
SASSO 40 up to 84 lm/W
L80 @ 50 000 h 
DALI-2

Colours

Light distributions

Quickinfo

DiiA® standards 
251, 252, 253

Data 
Monitoring

 SPOTLIGHT insets
profiles 40

med.spot fl ood

EN Cylindrical spotlight made of aluminium; 
powder coated; spotlight can be installed 
without tools in MINO 40 system or 
FRAME 40 system; choice of single lamp 
or double lamps; spotlight head rotatable 
(SASSO 40) or rotatable and tiltable (BO); 
converter in the adapter; high quality, 
aluminium, vapour deposition coated refl ector 
with faceted design; precise radiation charac-
teristics with diff erent beam angles; optional 
asym. light distribution; good glare reduction 
due to recessed light point plane; optical 
attachments as accessories; COB (Chip on 
Board) technology for maximum effi  ciency; 
no multiple shadows; energy-eff . LEDs - very 
good colour rendering

wall 
fl oor

snap-in system
(patent pending)

wallwasher fl oor
360° rotatable

wallwasher
fl oor
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SASSO 40 wallwasher fl oor
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FR Spot cylindrique en aluminium ; thermola-
quée ; spot intégrable sans outil au système 
MINO 40 ou système FRAME 40 ; au choix 
monoflamme ou biflamme ; tête de spot rota-
tif (SASSO 40) ou pivotant et orientable (BO) ; 
convertisseur dans l’adaptateur ; réflecteur de 
grande qualité, métallisée à l’aluminium avec 
optique facette ; précision de caractéristique de 
rayonnement avec divers angles de diffusion ; 
en option diffusion asym. de la lumière ; bon 
anti-éblouissement grâce aux points lumineux 
en retrait ; eléments optiques comme acces-
soires ; avec technologie COB (Chip on Board) 
pour efficacité maximale ; pas d’ombres multi-
ples ; LED à haut rend. énerg. - excellent rendu 
coul. 



BO 32

BO 45

SASSO 40 wallwasher / floor

Order options

COLOUR TEMPERATURE

3000 K 0
4000 K 1

CONTROL

DALI-2

MATERIAL COLOUR

 traffic white RAL 9016 7
 jet black RAL 9005 8

BEAM ANGLE
SPOTLIGHT 32

spot 18° S
medium 23° M
flood 37° F

BEAM ANGLE
SPOTLIGHT 45

spot 14° S
medium 24° M
flood 39° F

LUMINOUS FLUX value calculated for 
4000 K, CRI ≥ 90, colour white, medium
3000 K -5 %

CRI 
≥ 90

CRI 
≥ 90

360°

360°

90°

90°

1 ADDR.

1 ADDR.

2-SDCM

2-SDCM

1 LAMP
SYSTEM POWER LUMINOUS FLUX ORDER CODE

15 W spot 1060 lm 0 4 2 - 0 5 2 0 3 S
15.9 W medium, flood 1340 lm 0 4 2 - 0 5 2 0 3
honeycomb louver 0 0 7 - 1 9 6 5 1 8 8

2 LAMPS
SYSTEM POWER LUMINOUS FLUX ORDER CODE

30 W spot 2 × 1060 lm 0 4 2 - 0 6 2 0 3 S
32 W medium, flood 2 × 1340 lm 0 4 2 - 0 6 2 0 3
honeycomb louver 0 0 7 - 1 9 6 5 1 8 8

1 LAMP
SYSTEM POWER LUMINOUS FLUX ORDER CODE

9 W 659 lm 0 4 2 - 0 5 2 0 3 W

2 LAMPS
SYSTEM POWER LUMINOUS FLUX ORDER CODE

15.9 W 2 × 659 lm 0 4 2 - 0 6 2 0 3 W

X-PERT

X-PERT

X-PERT

X-PERT

2 LAMPS
SYSTEM POWER LUMINOUS FLUX ORDER CODE

20.6 W 2 × 810 lm 0 4 2 - 0 6 1 0 3  
honeycomb louver 0 0 7 - 1 9 6 5 1 6 8
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