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ES Perfil soporte fabricado en aluminio; tapas 
finales de aluminio; superficie con recubri-
miento de pintura en polvo; apropiada para 
montaje en techo y paredes (TUBO 60 sur-
face); lámpara superpuesta o lámpara colgante 
con cable; altura regulable sin herramientas; 
incl. cable de alimentación; direccionam. de 
luz con óptica de lente alta calid. para alumbr. 
techo máx. y homog.; difusor HPO (High Perfor-
mance Opal) de alumbrado totalmente homo-
géneo; LEDS de alta eficiencia que proporcio-
nan una alta reproducción cromática

EN Supporting profile in extruded aluminium; 
end cap in aluminium; surface powder coated; 
suitable for wall or ceiling mounting (TUBO 60 
surface); surface mounted or suspended lumi-
naire with cable suspension; height adjustment 
without tools; with feeder cable; light control 
via high-quality lens system for maximum, 
homogeneous illumination; completely homo-
geneously illuminated, cylindrical HPO (High 
Performance Opal) cover; energy-efficient 
LEDs with very good colour rendering



TUBO 60 surface

opal

direct

SYS. POWER COLOUR TEMP. LUM. FLUX L (mm) ORDER CODE

16.5 W 3000 K 1780 lm 625 0 5 8 - 3 1 1 2 3 O
4000 K 1880 lm

33 W 3000 K 3560 lm 1210 0 5 8 - 3 1 1 4 3 O
4000 K 3760 lm

37 W 3000 K 4130 lm 1500 0 5 8 - 3 1 1 5 3 O
4000 K 4290 lm

66 W 3000 K 7110 lm 2375 0 5 8 - 3 1 1 8 3 O
4000 K 7530 lm

TUBO 60 suspended

Light distribution

SYS. POWER COLOUR TEMP. LUM. FLUX L (mm) ORDER CODE

16.5 W 3000 K 1780 lm 625 0 5 8 - 3 2 1 2 3 O
4000 K 1880 lm

33 W 3000 K 3560 lm 1210 0 5 8 - 3 2 1 4 3 O
4000 K 3760 lm

37W 3000 K 4130 lm 1500 0 5 8 - 3 2 1 5 3 O
4000 K 4290 lm

66 W 3000 K 7110 lm 2375 0 5 8 - 3 2 1 8 3 O
4000 K 7530 lm

Order options

COLOUR TEMPERATURE

3000 K 5
4000 K 6

CONTROL

DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 jet black RAL 9005 8

LIGHT OPTIC COVER

opal

LUMINAIRE

LUMINAIRE
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220-240 V1 ADDR.

RG 0
IEC 62471

220-240 V1 ADDR.

RG 0
IEC 62471

X-PERT
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LUMINOUS FLUX value calculated for 
CRI ≥ 80, colour white, cover opal
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