UNICO L4 basic

ceiling

090-1L463WB001

Rectangular surface mounted multi-downlight made of aluminium; luminaire housing can be attached to
mounting plate without tools by interlock; converter integrated into luminaire housing; surface black powder
coated; equipped with two wallwasher floor light elements 180° + two wallwasher floor light elements 0°;
asymmetrical light distribution with precise radiation characteristic; high quality reflector with micro-faceted,
aluminum-vaporised surface; Reflector chrome; passive cooling of the LEDs through improved heat sink
geometry; light colour 4000 K; binning initial MacAdam < 3 SDCM; CRI = 90; min. 90% of luminous flux after
50000 operating hours; energy-efficient high power LEDs with very good colour rendering; degree of protection
IP20; PC1; 220-240 V; incl. DALI-2 converter; light source not replaceable; control gear replaceable by an
authorized professional; clank-free;
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General

Ceiling | Surface
black | RAL 9005 '
Reflector chrome
1P20

1820 Im

LED

4000 K

CRI =90

L90 /50000 h

initial MacAdam < 3 SDCM
Rg: 102 | Rf: 93 | Ryy.151: 92
MR 0.81| MDER 0.74

Optical
wallwasher floor
PstLM <1.0 %/ SVM <042

Electrical
DALI-2
PC1]220-240 V
system 19.3 W
system 94 Im/W 8

Physical

length 164 mm | width 51 mm | height 90 mm

0.55 kg

'RAL code > Value of containing product at full load (undimmed)
% incl. consideration of optical losses, internal control unit losses

& operating device efficiency

Installation
instructions

calculator

a tolerance of +/- 10%, those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially
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UNICO L4 basic

ceiling

090-1L463WB001

Maintenance Factors

Circuit Breaker Types

Operating Time [h] 10 000 20 000 30 000 40 000 50 000 Automatic Circuit Number of Fixtures
LLMF 096 095 095 094 093 Breaker Type
LSF 1 1 1 1 1 B10 45
B13 59
MF LMF x RSMF x LLMF x LSF RSMF2  Room Surface Maintenance Factor B16 72
MF Maintenance Factor LLMF Lamp Lumens Maintenance Factor B20 90
LMF2 Luminaire Maintenance Factor LSF Lamp Survival Factor c10 77
C13 100
2 According to “CIE 97, Maintenance of indoor electric lighting systems”, 2005, ISBN 3-900-734-34-8. The values must be ci6 122
determined by the planner.
C20 153
['090-1L463WB001] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to 21.06.2025
a tolerance of +/- 10%, those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially
« subject to a tolerance of +/- 150 K. No liability is assumed for typographical or printing errors. The general terms and conditions of XAL GmbH apply.
© XAL GmbH - Auer-Welsbach-Gasse 36 - 8055 Graz - Austria - www.xal.com 2/2


https://www.xal.com/en/products/p/spotlights-downlights/unico-l4-basic-ceiling~290194?source=download-all

	type: 
	notes: 
	date: 


