MINO 60 CIRCLE 1500
direct

ceiling

034-2110537Z

Ring-shaped light fitting in rolled and seamlessly welded extruded aluminium profile; suitable for ceiling
mounting; LED light inset consisting of highly reflective lacquered aluminium for improved thermal management;
energy efficient LEDs with high CRI; micro prismatic PMMA diffuser incl. diffuser film for homogeneous
illumination and reduced luminance; internal wiring in light halogen free; incl. converter, non dimmable; sound
absorbing accessories available;
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General

Ceiling , Surface
white , RAL9010 !
IP20

9130 Im

LED

3000 K

CRI = 80

L90 /50000 h

photobio. safety RG O - no Risk
initial MacAdam < 3 SDCM

MR 0.56

MDER 0.51

Optical
Microprismatic
PstLM < 1.0 2
SVM <042

Electrical

DALI-2

88 W
PC1220-240V
104 Im/W

4 DALI Addr.

Physical

diameter 1560 mm
height 80 mm

centerline radius 750 mm
12.8 kg

'RAL code * Value of containing product at full load (undimmed)

Lighting
calculator

tolerance of +/- 10%, those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially

y‘l ['034-2110537Z'] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a 03.05.2024
(N

subject to a tolerance of +/- 150 K. No liability is assumed for typographical or printing errors. The general terms and conditions of XAL GmbH apply.
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