SASSO 60 emergency
light selftest trim soft
acoustic ceiling
048-2693221 048-2696397

220-240

General

Ceiling | Recessed
rotation 360°

jet black | RAL 9005 '
Mounting set traffic white
IP20

2062, 2083, 2174 Im

LED

6500 K
CRI = 80

Optical

emergency light | beam angle 21°2, 103°x25°3,
149°x150°

Electrical

PC2|[220-240V

system 1.0 W

system 2062, 20853, 2174 Im/W 5

Physical
Round LED emergency light inset; surface lacquered in jet black; 360° rotatable; installation without tools in with trim for acoustic ceiling
mounting set due to patented ball catch system; round installation housing; with trim traffic white; for installation diameter 80 mm | height 94 mm
in soft acoustic ceilings; suitable for ceiling thickness of 25-40 mm; incl. 3 interchangeable lenses: anti panic / 0.4 kg
escape route / spot; incl. 3h rechargeable battery; selftest with status LED; light colour 6500 K; CRI = 80;
degree of protection IP20; PC2; light source not replaceable;
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subject to a tolerance of +/- 10%, those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature
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y‘l ['048-2693221 048-2696397'] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially 01.07.2025
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