
PABLO

PABLO colour tune
3500 K red / blue
CRI ≥ 90, 3 SDCM
up to 54 lm/W 
L95 @ 50 000 h
DALI-2

PABLO tunable white
TW 2700 – 5000 K
CRI ≥ 95, 3 SDCM
up to 48 lm/W 
L80 @ 50 000 h
DALI-2 DT8

Type

Colours

Light distributions

ø 70

98

med. fl ood

  PABLO colour tune / tunable white
 track

colour tune
(3500 K red / blue)

360° rotatable 
245° / 65° tiltable

Quickinfo

DiiA® standards 
251, 252, 253

Data 
Monitoring

tunable white 
2700 – 5000 K

rotation
lock

ES Proyector de carril electrificado de fun-
dición de aluminio inyectado; recubierto de 
polvo; convertidor en carcasa de proyector; 
tecnología COB (Chip on Board) o CSP 
(Chip-Scale-Packaging) para la máxima efi-
ciencia; no sombras múltiples; LED energét. 
efic. – excelente reprod. crom.; refl. alum. alta 
calidad, óptica facet. esfér.; anodiz. alto brillo; 
proyecc. precisa – distintos áng. de apertura; 
insertable / reemplaz. sin herramienta; los 
accesorios ópticos como accesorios; adap-
tador para instalación sin herramientas o 
desplazamiento en diferentes carriles electri-
ficados de 3 fases; fijación de adaptador sin 
herramienta con tornillo moleteado o tornillo 
de sujeción (destornillador necesario); base 
para techo, opcionalmente en carcasa super-
puesta o carcasa empotrada, como accesorio

EN Track light made of die-cast aluminium; 
powder coated; converter in spotlight housing; 
COB (Chip on Board) technology or CSP 
(Chip-Scale-Packaging) technology for 
maximum efficiency; no multiple shadows; 
energy-eff. LEDs – very good colour render-
ing; high quality aluminium refl., spherical facet 
finish; high-gloss anodised; precise radiation 
charact. – different beam angles; installed/
exchanged without tools; optical attachments 
as accessories; adapter for toolless insertion 
or movement on a variety of 3-phase power 
tracks; adapter fixation optionally without 
tools by means of knurled screw or set screw 
(screwdriver required); point outlet, either 
in surface mounted housing or recessed 
housing, as an accessory



xal.com/pablo

Fresh colour for historical works of art

PABLO colour tune

PABLO tunable white

Order options

ADAPTER FIXATION

tool-free fixation 2
set screw (tool required) 1

MATERIAL COLOUR

 tra�  c white RAL 9016 7
 jet black RAL 9005 8

BEAM ANGLE

medium 20 / 24° M
flood 38° F

Optical accessories

SNOOT | HONEYCOMB LOUVER
TYPE Ø·H (mm) ORDER CODE

snoot 62·33 0 8 0 - 5 9 0 0 0 0 8
honeycomb louver 61·3 0 8 0 - 5 9 0 0 0 1 8

360°

310°

CRI
≥ 90 220-240V

98 16
3

90

ø 70

224

98 16
3

90

ø 70

224

90 224

90 224

PABLO colour tune was developed 
to revitalise historical art, which is 
particularly worthy of protection, true 
to the original. An increased, individ-
ually adjustable red-blue saturation 
compensates for time-related colour 
damage – purely through the lighting. 
This reawakens the original colours 
of a work of art. The correct setting of 
PABLO colour tune can be easily con-
trolled and adjusted via DALI-2.

360°

310°

CRI
≥ 95 2 ADDR.

TRACK LIGHT
SYS. POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE

18.8 W 3500 K red / blue 1020 lm 1 8 0 - 5 6 0 G 3

TRACK LIGHT
SYS. POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE

20.7 W 2700  – 5000 K 954 lm 1 8 0 - 5 6 0 D 3

X-PERT X-PERT

Mounting accessories

 SURFACE HOUSING / POINT OUTLET
TYPE ORDER CODE

surface housing / point outlet 1 8 6 - 0 7 2 2 8

RECESSED HOUSING / POINT OUTLET
ceiling thickness: 1-30 mm

TYPE ORDER CODE

recessed housing / point outlet 1 8 6 - 0 7 2 2 7

32

ø 120

60

ø 124

ø 151

75126

LUMINOUS FLUX value calculated for 
colour white, reflector medium

220-240V X-PERT X-PERT

1 ADDR.
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Types

Colours

R 500

for round profile 

R 500

curve
connector

optimised adapter 
integration

TRACK 3-phase
recessed / surface / suspended

4338

1952

4338

1952

4338

1952

4338

1952

46 38

ø 45 32

40 38

8
3

ø 45 32

32

surface

recessed

connectors

curve

suspended

trim



 TRACK
 recessed

35xL
TRACK 240V-16A
L (mm) ORDER CODE

2000 1 8 6 - 0 1 2 2 1 3
3000 1 8 6 - 0 1 2 3 1 3
4000 1 8 6 - 0 1 2 4 1 3

end cap 1 8 6 - 0 2 2 0 1 1

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 1 1 1 3

I-connector 1 8 6 - 0 2 2 1 2 3

middle feed 1 8 6 - 0 2 1 3 2 3

end feed left 1 8 6 - 0 2 2 3 1 3
end feed right 1 8 6 - 0 2 2 4 1 3

L-connector right 1 8 6 - 0 2 2 1 3 3
L-connector left 1 8 6 - 0 2 2 2 3 3

T-connector right (poles internal) 1 8 6 - 0 2 2 1 4 3
T-connector left (poles internal) 1 8 6 - 0 2 2 2 4 3
 T-connector right (poles external)  1 8 6 - 0 2 2 1 7 3
 T-connector left (poles external)  1 8 6 - 0 2 2 2 7 3

X-connector 1 8 6 - 0 2 2 1 5 3

MOUNTING ACCESSORIES
TYPE ORDER CODE

clip 1 8 6 - 0 2 2 5 1 1 0

TRACK 3-phase / 3-phase + DALI-2-bus

220-240V1 ADDR.

cutting tool 1 8 6 - 0 2 1 9 1 1 0

52

38

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 jet black RAL 9005 8

52

38
322

115x27

33

52

254

148

48

52

100

48

52

148

48

52

148

14
896

52

52
52

Pole options

poles internal left poles internal right

poles external left poles external right

poles end feed left poles end feed right

Rev. 002/2023-03



 TRACK
 surface / suspended

TRACK 240V-16A
L (mm) ORDER CODE

1000 1 8 6 - 0 1 1 1 2 3
2000 1 8 6 - 0 1 1 2 2 3
3000 1 8 6 - 0 1 1 3 2 3
4000 1 8 6 - 0 1 1 4 2 3

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 1 1 1 3

I-connector 1 8 6 - 0 2 1 1 2 3

end feed left 1 8 6 - 0 2 1 3 1 3
end feed right 1 8 6 - 0 2 1 4 1 3

L-connector right 1 8 6 - 0 2 1 1 3 3
L-connector left 1 8 6 - 0 2 1 2 3 3

T-connector right (poles internal) 1 8 6 - 0 2 1 1 4 3
T-connector left (poles internal) 1 8 6 - 0 2 1 2 4 3
 T-connector right (poles external) 1 8 6 - 0 2 1 1 7 3
 T-connector left (poles external) 1 8 6 - 0 2 1 2 7 3

X-connector 1 8 6 - 0 2 1 1 5 3

adjustable corner connector 1 8 6 - 0 2 1 1 6 3

MOUNTING ACCESSORIES
TYPE ORDER CODE

ceiling clip 1 8 6 - 0 2 1 5 1 1

pendant clip cable 1 8 6 - 0 2 1 5 2 1
pendant clip rod 1 8 6 - 0 2 1 5 4 1

joiner piece cable 1 8 6 - 0 2 1 5 3 1
joiner piece rod 1 8 6 - 0 2 1 5 5 1

SUSPENSION KIT
TYPE ORDER CODE

pendant 1000 1 8 6 - 0 2 1 6 1 1

cable 1500 1 8 6 - 0 2 1 7 1 1 0
cable 3000 1 8 6 - 0 2 1 7 2 1 0
cable 6200 1 8 6 - 0 2 1 7 3 1 0

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 white aluminium RAL 9006 6
 jet black RAL 9005 8

TRACK 3-phase / 3-phase + DALI-2-bus

end cap 1 8 6 - 0 2 1 0 1 1

middle feed* 1 8 6 - 0 2 1 3 2 3

*only available in white and black

cutting tool 1 8 6 - 0 2 1 9 1 1 0

220-240V1 ADDR.

32

38

32

38
322

115x27

33

32

254

148

58

32

90

58
32

148
14

896

32

58

32

148

32

37
0

32

32

58

32

Pole options

poles internal left poles internal right

poles external left poles external right

TRACK

poles end feed left poles end feed right

Rev. 002/2022-05



xal.com/track

cutting tool 1 8 6 - 0 2 1 9 1 1 0

TRACK high 
surface / suspended

TRACK 240V-16A
L (mm) ORDER CODE

1000 1 8 6 - 0 1 6 1 1 3
2000 1 8 6 - 0 1 6 2 1 3
3000 1 8 6 - 0 1 6 3 1 3
4000 1 8 6 - 0 1 6 4 1 3

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 6 1 1 3

I-connector 1 8 6 - 0 2 6 1 2 3

end feed left 1 8 6 - 0 2 6 3 1 3
end feed right 1 8 6 - 0 2 6 4 1 3

L-connector right 1 8 6 - 0 2 6 1 3 3
L-connector left 1 8 6 - 0 2 6 2 3 3

T-connector right (poles internal) 1 8 6 - 0 2 6 1 4 3
T-connector left (poles internal) 1 8 6 - 0 2 6 2 4 3
T-connector right (poles external) 1 8 6 - 0 2 6 1 7 3
T-connector left (poles external) 1 8 6 - 0 2 6 2 7 3

X-connector 1 8 6 - 0 2 6 1 5 3

SUSPENSION KIT
TYPE ORDER CODE

pendant 1000 1 8 6 - 0 2 1 6 1 1

cable 1500 1 8 6 - 0 2 1 7 1 1 0
cable 3000 1 8 6 - 0 2 1 7 2 1 0
cable 6200 1 8 6 - 0 2 1 7 3 1 0

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 jet black RAL 9005 8

TRACK high 3-phase / 3-phase + DALI-2-bus

220-240V

end cap 1 8 6 - 0 2 6 0 1 1

middle feed 1 8 6 - 0 2 1 3 2 3

1 ADDR.

Options on request

LIGHT OPTIC COVER

inset indirect

MOUNTING ACCESSORIES
TYPE ORDER CODE

pendant clip cable 1 8 6 - 0 2 6 5 2 1 0
pendant sheet metal clip 1 8 6 - 0 2 1 5 2 2 0
pendant clip rod 1 8 6 - 0 2 6 5 4 1 0

joiner piece cable 1 8 6 - 0 2 6 5 3 1 0
joiner piece rod 1 8 6 - 0 2 6 5 5 1 0

32

8
3

32

8
3

33
14

896

32

115x27

100x27

33
9

32

254

148

58

32

90

58

32

148

58

32

148

Pole options

poles internal left poles internal right

poles external left poles external right

poles end feed left poles end feed right

Rev. 001/2022-05
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2

32

 TRACK round 
 surface / suspended

TRACK 240V-16A
L (mm) ORDER CODE

1000 1 8 6 - 0 1 5 1 1 3
2000 1 8 6 - 0 1 5 2 1 3
3000 1 8 6 - 0 1 5 3 1 3
4000 1 8 6 - 0 1 5 4 1 3

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 1 1 1 3

end feed left 1 8 6 - 0 2 5 3 1 3
end feed right 1 8 6 - 0 2 5 4 1 3
middle feed 1 8 6 - 0 2 1 3 2 3

L-connector right 1 8 6 - 0 2 5 1 3 3
L-connector left 1 8 6 - 0 2 5 2 3 3

MOUNTING ACCESSORIES
TYPE ORDER CODE

TRACK CURVE 240V-16A
TYPE ORDER CODE

SUSPENSION KIT
TYPE ORDER CODE

pendant 1000 1 8 6 - 0 2 1 6 1 1

cable 1500 1 8 6 - 0 2 1 7 1 1 0
cable 3000 1 8 6 - 0 2 1 7 2 1 0
cable 6200 1 8 6 - 0 2 1 7 3 1 0

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 jet black RAL 9005 8

TRACK round 3-phase / 3-phase + DALI-2-bus

end cap 1 8 6 - 0 2 5 0 1 1

cutting tool 1 8 6 - 0 2 1 9 1 1 0

Options on request

CONNECTOR

T-connector
X-connector

220-240V1 ADDR.

pendant clip cable 1 8 6 - 0 2 5 5 2 1
pendant clip rod 1 8 6 - 0 2 5 5 4 1

R 500 90° left  1 8 6 - 0 1 5 8 5 3
R 500 90° right 1 8 6 - 0 1 5 8 6 3

joiner piece cable 1 8 6 - 0 2 5 5 3 1
joiner piece rod 1 8 6 - 0 2 5 5 5 1

ø 46

40

10
0

100

R 500

40

4622

115x27

33

90

46

136

TRACK

poles right (outside)
poles left (inside)

Rev. 003/2023-04




