
Controller Comparison

For further questions please contact controls@xal.com

Controller Push-Dim Last Light
Level Memory Grouping Scenes Daylight

Harvesting
Time

Functions
Tunable

White (DT8)
Dynamic Scenes
Colour Gradients

Circadian
CCT Curves

Basic Room Controller • • •

Advanced DALI-2 
Controller • • • • • •

Professional Building 
Automation • • • • • • • • •

Casambi • • • • • • • • •

Basic Room Controller (p. 973) Advanced DALI-2 Controller (p. 973)

ES 
Ámbito de aplicación:
Salas de reuniones
Espacios residenciales privados
Aulas de enseñanza

Características:
Manejo mediante pulsadores estándar o atenuadores giratorios
Atenuación y conmutación manual e intuitiva
Ajuste de la temperatura de color (DT8)
Señales transmitidas a todas las luminarias
Funciones básicas “Plug and Play” sin necesidad de puesta en servicio
Suministro de tensión DALI integrado
Control de la iluminación por app a través de Bluetooth

ES 
Ámbito de aplicación:
Oficinas
Aulas en centros educativos
Iluminación de tiendas

Características:
Manejo mediante pulsadores estándar
Atenuación y conmutación manual e intuitiva
Creación de grupos y escenas
Ajuste de la temperatura de color (DT8)
Posibilidad de ampliación con sensores DALI-2
Auténtico DALI-2 Application Controller
Suministro de tensión por bus DALI
4 entradas independientes libres de potencial para pulsadores estándar
Puesta en funcionamiento por app a través de Bluetooth

EN 
Applications:
Conference rooms
Private living quarters
Classrooms

Features:
Operation via standard button and/or rotary dimmer
Intuitive manual dimming, switching
Colour temperature adjustment (DT8)
Broadcast signals to all luminaires
Basic plug-and-play functionality without start-up
Integrated DALI power supply
Lighting control with app via Bluetooth

EN 
Applications:
Offices
Classrooms
Shop lighting

Features:
Operation via standard button
Intuitive manual dimming, switching
Create groups and scenes
Colour temperature adjustment (DT8)
Upgradeable with DALI-2 sensors
Full-featured DALI-2 application controller 
Power supply via the DALI Bus
4 independent potential-free inputs for standard buttons
Start-up with app via Bluetooth
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Touchpanel
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Professional Building Automation (p. 977) Casambi (p. 979)

ES 
Ámbito de aplicación:
Edificios de oficinas
Edificios públicos
Escuelas e instalaciones deportivas
Iluminación de tiendas

Características:
Manejo mediante pulsadores estándar
Atenuación y conmutación manual e intuitiva
Creación de grupos y escenas
Ajuste de la temperatura de color (DT8)
Posibilidad de ampliación con sensores DALI-2
Auténtico DALI-2 Application Controller
Hasta 20 universos DALI-2
Integración en la tecnología de control del edificio
Interfaces: KNX, Modbus, BACnet y muchas más
Visualizaciones personalizadas
Ampliable con total flexibilidad

ES 
Ámbito de aplicación:
Iluminación de la oficina
Iluminación de la tienda
Salas de reuniones
Zonas de estar privadas

Características:
Manejo mediante pulsadores estándar
Regulación y conmutación manual intuitiva
Creación de grupos y escenas
Ajuste de la temperatura del color (DT8)
Ampliación con sensores Casambi y DALI-2
Alimentación integrada o mediante bus DALI
Hasta 128 nodos en la misma red
Puesta en marcha con la aplicación a través de Bluetooth

EN 
Applications:
Office buildings
Public buildings
Sports halls and schools
Shop lighting

Features:
Operation via standard button
Intuitive manual dimming, switching
Create groups and scenes
Colour temperature adjustment (DT8)
Upgradeable with DALI-2 sensors
Full-featured DALI-2 application controller 
Up to 20 DALI-2 universes 
Connection to building management system
Interfaces: KNX, Modbus, BACnet, and many more.
User-specific visualizations
Flexible upgradeability

EN 
Applications:
Small offices
Shop lighting
Meeting rooms
Private living quarters

Features:
Operation via standard button
Intuitive manual dimming, switching
Create groups and scenes 
Colour temperature adjustment (DT8)
Upgradable with Casambi and DALI-2 Sensors
Power supply integrated or via DALI bus
Up to 128 nodes in one Network
Start-up with app via Bluetooth, no gateway required

xal.com/smart-lighting
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A

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI DT8 BT Touch 
Dim Controller

ceiling
insertion 100·79·72 0 0 5 - 5 8 3 1 0 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI DT8 BT Touch 
Dim Controller socket 49·48·22 0 0 5 - 5 8 3 1 1 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI DT8 Rotary Dim 
Controller socket 71·71·50 0 0 5 - 5 8 3 1 3 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI-2 DT8 BT
Controller socket 48·28·15 0 0 5 - 5 8 4 1 0 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALIeco BT RTC
ceiling 
insertion 100·79·72 0 0 5 - 5 8 4 1 1 0 0

DALIeco BT 220-240 V

DALI ACU BT 220-240 V

DALI MCU TW G2 220-240 V

DALI sceneCOM S Controller 220-240 V

DALIeco BT RTC 220-240 V

B

 Basic Room Controller

 Advanced DALI-2 Controller

ES Interfaz de pulsadores o interruptores giratorios para el control sen-
cillo e intuitivo de hasta 32 luminarias DALI; sincronización automática 
entre varias unidades de control; compatible con luminarias de colores 
cambiantes (DT8); memorización de valores de luminosidad; solución 
“Plug and Play” sin necesidad de puesta en servicio. Funciones 
adicionales disponibles mediante la puesta en funcionamiento a través 
de app de smartphone (BT): control por smartphone, agrupamiento, 
escenas, temperatura de color (DT8), actualización de firmware; 
suministro de tensión DALI integrado; regulador de luz natural, control 
dependiente de la presencia y entradas de pulsadores adicionales a 
través de sensores disponibles opcionalmente; longitud máxima de 
cable para pulsadores: 50 m; longitud máxima de cable DALI: 300 m

ES DALI-2 Application Controller para el control de hasta 64 luminarias 
DALI, 16 sensores y 16 acopladores de pulsadores en 16 grupos y 16 
escenas; 4 entradas para pulsadores libres de potencial; compatible 
con luminarias de colores cambiantes (DT8); memorización de valores 
de luminosidad; suministro de corriente a través de DALI, suministro 
de tensión DALI disponible opcionalmente; puesta en funcionamiento 
a través de app de smartphone; diseño compacto para la integración 
tras pulsadores estándar; longitud máxima de cable para pulsadores: 
0,5 m; compatible con todos los componentes periféricos DALI-2

EN Push-button interface or rotary switch for intuitive, simple control of 
up to 32 DALI luminaires; automatic synchronisation between several 
control units; support of variable colour luminaires (DT8); storage 
of brightness values; plug and play – no need for set-up; additional 
functions available by set-up in smartphone App (BT): control by 
smartphone for grouping, scenes, colour temperature (DT8) and 
firmware update; DALI power supply integrated; daylight control, 
presence-dependent control and additional input push-button options 
using sensors, available separately; maximum push-button line length 
50 m; maximum DALI cable length 300 m

EN DALI-2 application controller for controlling up to 64 DALI lights, 
16 sensors and 16 push-button couplers in 16 groups and 16 scenes; 
4 inputs for potential-free push-buttons; support of variable colour 
luminaires (DT8); storage of brightness values; power supply via 
DALI, DALI power supply available separately; start-up is performed 
by smartphone App; compact design for installation behind standard 
push-buttons; maximum push-button cable length 0.5 m; compatible 
with all DALI-2 peripheral components

Rev. 001/2022-05
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 DALI-2 Sensors

SENSOR INSET
TYPE ORDER CODE

ESSENTIAL (brightness & presence) 0 9 0 - 7 Q 1 0 0 0 0
SENSE (brightness, presence, temperature, 
sound pressure, humidity, CO2) 0 9 0 - 7 Q 1 0 0 1 0

UNICO Q1 sensor recessed

63

63
30

47
47

47

98

Mounting accessories

MOUNTING SET TRIMLESS for plasterboard ceilings 12.5/15/25 mm

COLOUR ORDER CODE

 white 0 9 0 - 7 Q 1 0 1 0 0

155

220-240 V X-PERT

51

    43

ø 63

17

SASSO 60 sensor recessed

SENSOR INSET
TYPE ORDER CODE

ESSENTIAL (brightness & presence) 0 4 8 - 2 6 9 3 1 1
SENSE (brightness, presence, temperature, 
sound pressure, humidity, CO2) 0 4 8 - 2 6 9 3 1 2

60

12 V

ø 73

29 Mounting accessories

MOUNTING SET TRIMLESS for plasterboard ceilings 12.5/15/25 mm

COLOUR ORDER CODE

 white 0 4 8 - 2 6 9 6 1 1 7

73

73

80

80
21 MOUNTING SET WITH TRIM for intermediate ceilings 2–25 mm

COLOUR ORDER CODE

 traffi  c white RAL9016 0 4 8 - 2 6 9 6 3 1 7
 jet black RAL 9005 0 4 8 - 2 6 9 6 3 1 8

50 × 50

50 × 50

MOUNTING SET WITH TRIM for intermediate ceilings 2–25 mm

COLOUR ORDER CODE

 traffi  c white RAL 9016 0 9 0 - 7 Q 1 0 2 0W
 jet black RAL 9005 0 9 0 - 7 Q 1 0 2 0 B

Order options

INSET COLOUR

 traffi  c white RAL 9016 7
 jet black RAL 9005 1

ES Detección del movimiento y medición de la luminosidad del entorno; 
suministro eléctrico por cable DALI; integración sencilla y discreta en 
la gama de luminarias; requiere un Application Controller DALI-2 para 
su funcionamiento; disponible en las variantes ESSENTIAL (lumino-
sidad, movimiento) y SENSE (luminosidad, movimiento, temperatura, 
humedad y calidad del aire, nivel de ruido, CO2)

Sensor adaptado a las especificaciones de DALI-2:
EN 62386-101 Ed.2 General requirements – System components
EN 62386-103 Ed.1 General requirements – Control devices
EN 62386-303 Occupancy Sensors
EN 62386-304 Light Sensors

EN Motion detection and ambient light level measurement; power 
supply via DALI line; easy and unobtrusive integration into the luminaire 
portfolio; requires a DALI-2 Application Controller for operation; avai-
lable in ESSENTIAL (brightness, presence) and SENSE (brightness, 
presence, temperature, sound pressure, humidity, CO2) versions

Sensor according to DALI-2 specifications:
EN 62386-101 Ed.2 General requirements - System components
EN 62386-103 Ed.1 General requirements - Control devices
EN 62386-303 Occupancy Sensors
EN 62386-304 Light Sensors

Rev. 001/2022-05
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POWER SUPPLY

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI DT7 Relais 
1CH 4A socket 41·30·11 0 0 5 - 5 8 2 5 0 0 0
DALI DT7 Relais 
4CH 10A DIN rail 59·105·90 0 0 5 - 5 8 2 5 1 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI Switch Interface 
4CH socket 48·28·15 0 0 5 - 5 8 2 1 0 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI DT4 Phase 
Dimmer 300W

ceiling
insertion 102·51·30 0 0 5 - 5 8 2 2 0 0 0

DALI DT4 Phase 
Dimmer 1000W DIN rail 58·70·90 0 0 5 - 5 8 2 2 1 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI DT6 Dimmer 
1CH 8A 12-48V

ceiling
insertion 120·30·22 0 0 5 - 5 8 2 3 0 0 0

DALI DT8 Dimmer 
2CH TW 16A 12-48V

ceiling
insertion 120·30·22 0 0 5 - 5 8 2 3 1 0 0

DALI DT8 Dimmer 
3CH RGB 16A 12-48V

ceiling
insertion 120·30·22 0 0 5 - 5 8 2 3 2 0 0

DALI DT8 Dimmer 4CH 
RGBW 8A 12-48V

ceiling
insertion 120·30·22 0 0 5 - 5 8 2 3 3 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI-2 Multisensor 
5DPI (Hmax 5m)

ceiling
insertion ø 58·65 0 0 5 - 5 8 2 6 0 0 0

DALI-2 Multisensor 
10DPI (Hmax 10m)

ceiling
insertion ø 96·37 0 0 5 - 5 8 2 6 1 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI Power Supply 
200mA

ceiling
insertion 102·51·30 0 0 2 - 5 9 8 8 0

DALI Power Supply 
240mA DIN rail 57·36·90 0 0 2 - 5 9 8 7 1
DALI Power Supply 
70mA socket 58·30·15 0 0 5 - 5 8 2 4 2 0 0

RELAYS

PHASE DIMMER

LED-BAND CONTROLLER    

SENSORS

SWITCH COUPLER

DALI-2 Peripheral components

ES Los componentes periféricos 
DALI se combinan de manera uni-
versal con todas las unidades de 
control soportadas; muchos otros 
componentes están disponibles 
bajo pedido

EN DALI peripheral components 
can be combined universally 
with all supported controls; many 
other components available on 
request

Rev. 002/2025-07

xal.com/smart-lighting



M

M M

PLC

Ethernet

additional floors

up to 20 
DALI lines

up to 20 
DALI lines

DALI line 1

DALI line 1

M

PLC

Blinds motor

Light
DALI

Master 
control

Gateway/PLCSensor
DALI

Wall switch
DALIM Smart device

WLAN routerPLC

 Connection Example

 CONTROLS



TYPE MOUNTING L·W·H (mm) ORDER CODE

DALI-2 Interface DIN rail 100·12·69 0 0 5 - 5 8 1 1 1 0 0
KNX Interface DIN rail 100·12·69 0 0 5 - 5 8 1 1 2 0 0
Digital Output 
Interface 8CH DIN rail 100·12·69 0 0 5 - 5 8 1 1 3 0 0
Digital Input Interface 
8CH DIN rail 100·12·69 0 0 5 - 5 8 1 1 4 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

Power Measurement 
Interface 3~ DIN rail 100·12·69 0 0 5 - 5 8 1 2 0 0 0
Current Converter 35A cable 23·27·46 0 0 5 - 5 8 1 2 1 0 0
Current Converter 60A cable 52·60·81 0 0 5 - 5 8 1 2 2 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

PS 24V 1,3A 
(for Controller) DIN rail 59·54·89 0 0 5 - 5 8 1 4 0 0 0
PS 18V 1,1A (for up to 
5xDALI-2 Interface) DIN rail 59·54·89 0 0 5 - 5 8 1 4 1 0 0

TYPE MOUNTING L·W·H (mm) ORDER CODE

Blind Relay 16A (30A/4s) DIN rail 86·15·54 0 0 5 - 5 8 1 5 0 0 0
Luminaire Relay 16A 
(120A/50ms) DIN rail 86·15·54 0 0 5 - 5 8 1 5 1 0 0

INTERFACES

ENERGY MONITORING

POWER SUPPLY

RELAYS

 Professional Building Automation

ES Control DALI-2 asistido por sistema de control industrial de hasta 10 x 
64 luminarias DALI; ampliable de manera flexible con diversas interfaces 
(KNX, Modbus, Energy Monitoring, entradas/salidas digitales); es posible 
conectar varias unidades de control entre sí, por lo que el tamaño del sis-
tema es ilimitado; compatible con luminarias de colores cambiantes (DT8); 
grupos y escenas globales para todo el universo DALI; hasta 12 gradientes 
de luz natural ajustables (temperatura de color y luminosidad en % o en lux 
con sensor); puesta en funcionamiento inmediata de la aplicación estándar 
por interfaz web; manual de uso detallado; utilización en cascada de varias 
unidades de control por Ethernet; Human Centric Lighting (HCL); hora en 
tiempo real mediante servidor de tiempo; funciones de automatización; 
creación de informes; actualizaciones de firmware disponibles con regu-
laridad; visualizaciones y ampliación posible de hasta 20 DALI-2 universos 
en la puesta en servicio por XAL; funcionamiento autónomo o posible 
integración en la infraestructura de TI; suministro de tensión de 24 V de 
la unidad de control por fuente de alimentación externa; suministro de 
tensión de 18 V de la interfaz DALI-2 por fuente de alimentación externa (5 
interfaces DALI como máximo por fuente de alimentación); ampliaciones 
flexibles y libre programación posible a petición del cliente

EN DALI-2 control support, with industrial computer, for up to 10x64 
DALI luminaires; flexible expansion options with various interfaces 
(KNX, Modbus, energy monitoring, digital I/Os); multiple controllers 
can be linked via network, therefore unlimited system size; support for 
variable colour luminaires (DT8); groups and scenes across the DALI 
universe; up to 12 adjustable daylight routines (colour temperature 
and brightness in % or in Lux with sensor); out-of-the box set-up of 
the standard application via web interface; detailed user manual; cas-
cading from several controllers via Ethernet possible; Human Centric 
Lighting (HCL); real time clock via time server; automation functions; 
reporting; firmware updates regularly available; option for visualisation 
and expansion up to 20 DALI-2 universes when commissioned by XAL; 
can be standalone or integrated into IT infrastructure; 24 V controller 
power supply through external power supply; 18 V DALI-2 interface 
power supply through external power supply (maximum 5 DALI 
interfaces per power supply); flexible expansion and free programming 
options on customer request

Rev. 002/2025-07
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 Connection Example

Confi guration

Active Module & SR Module

Sensor

XAL Wireless Adapter

Passive Module

Switch Piezo & X-Press

PWM CV Module

Light
DALI

Wall 
switch

Smart 
device

Bluetooth
Receiver

Mains
Voltage

AC/DC
Converter Sensor
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 Casambi

TYPE OUTPUT L·W·H (mm) ORDER CODE

DALI 
Single Control

Broadcast 
Commands 81·30·16 0 0 5 - 5 8 6 1 0 0 0

max. 5 DALI-2 nodes

TYPE OUTPUT L·W·H (mm) ORDER CODE

DALI Broadcast 
Control

Broadcast
Commands 119·30·21 0 0 5 - 5 8 6 2 0 0 0

max. 25 DALI-2 nodes / max. 4 DALI-2 groups

TYPE OUTPUT L·W·H (mm) ORDER CODE

DALI Group 
Control without 
Power Supply

Group / 
Broadcast 
Commands 81·30·16 0 0 5 - 5 8 6 3 0 0 0

max. 4 DALI-2 groups

TYPE OUTPUT L·W·H (mm) ORDER CODE

LED Strip 
Controller

PWM 
Voltage 73·30·18 0 0 5 - 5 8 6 4 0 0 0

max. 144 W

TYPE OUTPUT L·W·H (mm) ORDER CODE

Occupancy / 
Light Sensor

Casambi 
Signal 85·85·74 0 0 5 - 5 8 6 5 0 0 0

TYPE OUTPUT L·W·H (mm) ORDER CODE

4CH white Casambi 90·90·12 0 0 5 - 5 8 6 6 2 0 0
4CH black Casambi 90·90·12 0 0 5 - 5 8 6 6 4 0 0

TYPE OUTPUT L·W·H (mm) ORDER CODE

2CH white Casambi 81·81·14 0 0 5 - 5 8 6 7 0 0 7
4CH white Casambi 81·81·14 0 0 5 - 5 8 6 7 0 0 8

ACTIVE MODULE 220 – 240 V

SR MODULE 220 – 240 V

PASSIVE MODULE DALI-2

4CH PWM CV MODULE 12 – 24 VDC

SENSOR 220 – 240 V

SWITCH X-PRESS CR2430 Battery

SWITCH PIEZO Batteryless

WIRELESS TO DALI-2 CONTROL DEVICE
TYPE L·W·H (mm) ORDER CODE

Casambi 111·25·45 0 5 0 - 2 0 6 5 2 3 0

max. 64 DALI-2 nodes / max. 4 DALI-2 groups

ES Red de malla basada en Bluetooth para el control de luminarias DALI y 
tiras LED; para redes de hasta 128 nodos; compatibilidad con luminarias 
de colores cambiantes (DT8); curvas de luz natural regulables y Human 
Centric Lighting (HCL); puesta en marcha y control por smartphone o 
tablet a través de Bluetooth; funciones de temporización mediante el 
reloj integrado; posibilidad de ampliación del sistema con módulos de 
pulsadores DALI-2 y sensores; actualización inalámbrica de firmware; 
suministro eléctrico integrado o a través de bus DALI en función del 
módulo; compatible con todos los componentes periféricos DALI-2

EN Bluetooth-based mesh network for control of DALI luminaires and 
LED strips; network size up to 128 nodes; support of colour-changing 
luminaires (DT8); adjustable daylight gradients and Human-Centric 
Lighting (HCL) respectively; launch and control via smartphone or tab-
let via Bluetooth; time functions via integrated clock; system expansion 
possible via DALI-2 push-button modules and sensors; over-the-air 
firmware update; power supply either integrated or via DALI bus, 
depending on module; compatible with all DALI-2 peripherals

Rev. 001/2022-05
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D

 Connection Example
Central Cabinet

POWER SUPPLY PRO
48 V | 240 / 480 W

POWER SUPPLY PRO
48 V | 240 / 480 W

POWER SUPPLY 
PRO 24 V |
120 / 240 / 480 W

48 V DC

220 – 240V AC

DALI-2

24 V DC

DALI-2

SASSO 40 round
recessed wallwasher
6.8 W 27 Vf  250 mA

SASSO 40 round
recessed downlight
7.4 W 36 Vf 200 mA

SASSO 40 round
recessed adjustable
7.4 W 36 Vf 200 mA

SASSO 60 square
recessed downlight
10.7 W 36 Vf 300 mA

SASSO 60 square
semi-recessed
10.7 W 36 Vf 300 mA

SPIO 60 
adjustable
12.2 W 12 Vf 1050 mA

TULA micro
suspended
8.4 W 18 Vf 500 mA

ARY shade
suspended
8.4 W 18 Vf 500 mA

MOVE IN 32 
fl ex recessed
8.8 W 36 Vf 250 mA

LED Strip
24 V

LED DIMMER 
DALI-2 DT6 2 addr.

 24V DC | max. 16 A

LED DRIVER 
DALI-2 DT6 1 – 2 addr.
200 – 1050 mA settable 
const. current | 2 × 42W 
48 V DC | UOUT 10 – 40 V
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DIN Rail Components

EN DALI-2 DIN Rail constant current / constant voltage driver for DIN 
rail mounting; supply voltage 24/48 VDC; output current (constant cur-
rent) 200 – 1050 mA; output current (constant voltage) 16 A. The driver 
is equipped with two output channels, each providing a maximum 
power of up to 42 W (constant current) or 380 W (constant voltage). 
Until the maximum power is reached, various combinations of parallel 
and series connections of constant current LED loads are possible; the 
DIN Rail driver is located in the central current distribution board and 
requires a corresponding wiring of the LED loads to the distribution; 
parallel-added LED loads share the set or maximum output current; 
Serial loads share the maximum output voltage; active load monitoring 
prevents failure-related overcurrent of parallel, constant current LED 
loads.

TYPE EFFICIENCY / MTBF  W·H·D (mm) ORDER CODE

96 W η 87 % / > 150.000 h 90·90·60 0 0 5 - 6 5 1 0 0 1 0

TYPE EFFICIENCY / MTBF W·H·D (mm) ORDER CODE

120 W η 87 % / > 400.000 h 40·125·100 0 0 5 - 6 2 1 0 0 1 0
240 W η 90 % / > 350.000 h 60·125·100 0 0 5 - 6 2 1 0 1 1 0
480 W η 91 % / > 250.000 h 120·125·100 0 0 5 - 6 2 1 0 2 1 0

TYPE EFFICIENCY / MTBF W·H·D (mm) ORDER CODE

240 W η 92 % / > 400.000 h 60·125·100 0 0 5 - 6 2 2 0 1 1 0
480 W η 93 % / > 350.000h 120·125·100 0 0 5 - 6 2 2 0 2 1 0

TYPE W·H·D (mm) ORDER CODE

LED Dimmer | 1 channel 18·90·57 0 0 5 - 6 3 1 1 0 1 0
LED Dimmer | 2 channels 18·90·57 0 0 5 - 6 3 1 1 1 1 0
LED Dimmer | 4 channels 18·90·57 0 0 5 - 6 3 1 1 2 1 0

TYPE EFFICIENCY W·H·D (mm) ORDER CODE

LED Driver | 2 channels η 93 % 36·88·59 0 0 5 - 6 1 2 1 0 3 0

POWER SUPPLY BASIC 24 V
220 – 240 V | 50 – 60 Hz |  PC II | MTBF @ 55° ambient temperature

POWER SUPPLY PRO 24 V 
220 – 240 V | 50 – 60 Hz |  PC I | MTBF @ 55° ambient temperature
cascadable max. 5 devices (120W, 240W) or 3 devices (480W)

POWER SUPPLY PRO 48 V
220 – 240 V | 50 – 60 Hz |  PC I | MTBF @ 55° ambient temperature
cascadable max. 5 devices (240 W) or 3 devices (480 W)

LED DIMMER
DALI-2 DT6 1 – 4 addr. | 12 / 24 / 48V DC | max. 16 A (total)
MTBF > 100.000 h @ 55° ambient temperature

LED DRIVER
DALI-2 DT6 1 – 2 addr. | 200 – 1050 mA settable constant current in 50 mA steps 
2 × 42W | 48V DC | UOUT 10 – 40 V
MTBF ≥ 400.000 h @ +55° ambient temperature

DIN Rail components constant voltage
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MTBF is the mean time between failure

DIN Rail components constant current

TYPE EFFICIENCY / LIFETIME W·H·D (mm) ORDER CODE

160 W η 94.5 % / > 100.000 h 72·90·63 0 0 5 - 6 5 2 0 2 1 0

POWER SUPPLY BASIC 48 V
220 – 240 V | 50 – 60 Hz |  PC II | Lifetime @ 120 W, 45° ambient temp.
cascadable max. 3 devices

90

7263

ES Driver DIN Rail DALI-2 de corriente/tensión constante para el montaje 
en carril DIN; Suministro eléctrico de 24/48 V CC; Intensidad de salida 
(corriente constante) 200 – 1050 mA; Intensidad de salida (tensión cons-
tante) 16 A. El driver está equipado con dos canales de salida que ofrecen 
una potencia máxima de hasta 42 W (corriente constante) o 380 W (ten-
sión constante) cada uno. Hasta alcanzar la potencia máxima, es posible 
emplear diversas combinaciones de cargas LED de corriente constante 
conectadas en serie y en paralelo; El driver DIN Rail se ubica en el cuadro 
de distribución eléctrica central y requiere la conexión correspondiente 
de las cargas LED al cuadro de distribución; Las cargas LED conectadas 
en paralelo se reparten la intensidad de salida configurada o máxima; Les 
charges en série partagent la tension de sortie maximale ; La vigilancia 
activa de las cargas previene un suministro eléctrico excesivo de las 
cargas LED de corriente constante conectadas en paralelo.
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