
BO 45 base
surface

 Cylindrical spotlight made of aluminium; sur
face powder coated; spotlight head 350° / 330° 
(1 lamp / 2 lamps) rotatable and 90° tiltable; 
choice of single lamp or double lamps; surface 
mounted housing in aluminium incl. converter; 
mounting plate with pre-assembled converter 
unit can be pre-mounted; luminaire housing can 
be attached without tools by interlock; with op
tional high-quality lens system with precise ra
diation characteristic; or high-quality, aluminium, 
vapour deposition coated reflector with faceted 
design; precise radiation characteristics with 
different beam angles; good glare reduction 
due to recessed light point plane; optical at
tachments as accessories; COB (Chip on 
Board) technology or high power LEDs for 
maximum efficiency; no multiple shadows; ener
gy-efficient LEDs with very good colour rende
ring

 Spot cylindrique en aluminium ; surface ther
molaquée ; tête de spot rotatif à 350° / 330° (1 
lampe / 2 lampes) et orientable à 90° ; au choix 
monoflamme ou biflamme ; boîtier de montage 
en aluminium, avec convertisseur ; plaque de 
montage avec unité de conversion prémontée, 
pouvant être montée à l'avance ; corps de lumi
naire pouvant être monté sans outils grâce à un 
système de verrouillage ; également possible 
avec une optique de lentilles de haute qualité 
présentant des caractéristiques de rayonne
ment précises ; ou réflecteur de grande qualité, 
métallisée à l’aluminium avec optique facette ; 
précision de caractéristique de rayonnement 
avec divers angles de diffusion ; bon anti-
éblouissement grâce aux points lumineux en 
retrait ; eléments optiques comme accessoires ; 
avec technologie COB (Chip on Board) ou 
High-Power-LED pour efficacité maximale ; pas 
de formation d'ombres multiples ; LED éco
nomes en énergie à restitution de couleur éle
vée

EN FR

Quickinfo

2700 K, 3000 K, 3500 K
CRI ≥ 90 / 2 SDCM, 3 SDCM
jusqu'à 96 lm/W
L80 / 50000 h, L85 / 50000 h
DALI-2, non DIM
IP20

Types

 

Couleur

Répartition de la lumière

   

glare control 
via honeycomb 

louver

350° rotatable, 
90° tiltable

CRI ≥ 95 2 
SDCM 

(optional)

BO 45 base
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BO 45 base surface 1 lamp

220-240 V X-PERT

SUPER SPOT CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

do not use optical filters

SPOT CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

MEDIUM CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

FLOOD CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE
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BO 45 base surface 2 lamps

220-240 V X-PERT

SUPER SPOT CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

do not use optical filters

SPOT CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

MEDIUM CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE
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9.2 W 2700 K 406 lm 44 lm/W 0 4 9 - 6 3 3 0 4       V

3500 K 437 lm 48 lm/W 0 4 9 - 6 3 3 0 7       V
9.3 W 3000 K 346 lm 37 lm/W 0 4 9 - 6 3 3 0 5       V

15.0 W 2700 K 1140 lm 76 lm/W 0 4 9 - 6 3 3 0 4       S

3000 K 1110 lm 74 lm/W 0 4 9 - 6 3 3 0 5       S
3500 K 1200 lm 80 lm/W 0 4 9 - 6 3 3 0 7       S

15.7 W 2700 K 1340 lm 85 lm/W 0 4 9 - 6 3 3 0 4       M

3000 K 1390 lm 89 lm/W 0 4 9 - 6 3 3 0 5       M
3500 K 1430 lm 91 lm/W 0 4 9 - 6 3 3 0 7       M

15.7 W 2700 K 1370 lm 87 lm/W 0 4 9 - 6 3 3 0 4       F

3000 K 1430 lm 91 lm/W 0 4 9 - 6 3 3 0 5       F
3500 K 1460 lm 93 lm/W 0 4 9 - 6 3 3 0 7       F

14.1 W 2700 K 732 lm 52 lm/W 0 4 9 - 6 4 3 0 4       V

3500 K 786 lm 56 lm/W 0 4 9 - 6 4 3 0 7       V
14.2 W 3000 K 624 lm 44 lm/W 0 4 9 - 6 4 3 0 5       V

29.9 W 2700 K 2280 lm 76 lm/W 0 4 9 - 6 4 3 0 4       S

3500 K 2400 lm 80 lm/W 0 4 9 - 6 4 3 0 7       S
30.0 W 3000 K 2220 lm 74 lm/W 0 4 9 - 6 4 3 0 5       S

27.4 W 2700 K 2420 lm 88 lm/W 0 4 9 - 6 4 3 0 4       M

3000 K 2500 lm 91 lm/W 0 4 9 - 6 4 3 0 5       M
3500 K 2560 lm 93 lm/W 0 4 9 - 6 4 3 0 7       M

Order options

CONTROL   
non DIM 1
DALI-2 3

COLOUR   
traffic white RAL 9016 7
jet black RAL 9005 8
special colours X

21.0
7.20
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FLOOD CRI ≥ 90

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

Optical accessories (optional)

HONEYCOMB LOUVER

TYPE COLOUR ·H (mm) ORDER CODE

OVAL LENS

TYPE ·H (mm) ORDER CODE

SOFT LENS

TYPE ·H (mm) ORDER CODE

WALLWASHER LENS

TYPE ·H (mm) ORDER CODE

27.4 W 2700 K 2480 lm 91 lm/W 0 4 9 - 6 4 3 0 4       F

3000 K 2560 lm 93 lm/W 0 4 9 - 6 4 3 0 5       F
3500 K 2620 lm 96 lm/W 0 4 9 - 6 4 3 0 7       F

⌀
for BO 45 | JUST 45 | MOVE IN 45 | TARO 45 | 
TULA micro

jet 
black 42·3 0 0 7 - 1 9 6 5 1 8 8

⌀
for BO 45 | MOVE IN 45 | TULA micro 42·3 0 0 7 - 1 9 6 5 8 8 0

⌀
for ARY | BO 45 | MOVE IN 45 | TULA micro 42·3 0 0 7 - 1 9 6 5 9 8 0

⌀
for ARY | BO 45 | MOVE IN 45 | TULA micro 42·3 0 0 7 - 1 9 6 5 7 8 0

Order options

CONTROL   
non DIM 1
DALI-2 3

COLOUR   
traffic white RAL 9016 7
jet black RAL 9005 8
special colours X

21.0
7.20

25
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