
SASSO 60 round sensor / emergency
 Round inset (Emergency Light or Sensor); in

stallation without tools in mounting set (trimless 
or with trim); surface lacquered; installation 
possible in different housings; LED emergency 
light inset: 3 variants with different test possibi
lities - Basic with test button, selftest with sta
tus LED or Pro DALI with monitoring via DALI; 
sensor with DALI-2 control: 2 variants - Basic 
with brightness and presence sensor or Pro 
with additional temperature, humidity, air quality 
and noise level measurement

 Inserto lum. rotondo (luce di emerg. o senso
re); montaggio senza bisogno di utensili nel set 
di fissaggio (con o senza bordo perimetrale); 
verniciatura; incasso possibile in vari telai; inser
to per luce di emerg. a LED: 3 varianti con di
versi modi - Basic con pulsante di test, auto-te
st con LED di stato o Pro DALI con monitorag
gio via DALI; sensore con controllo DALI-2: 2 
varianti - Basic con sensore di luminosità e pre
senza o Pro con misurazione aggiuntiva di tem
peratura, umidità, qualità dell’aria e livello di ru
more

EN IT

Quickinfo

6500 K
fino a 217 lm/W
DALI-2 ESSENTIAL sensor, DALI-2 
SENSE sensor
front IP20, IP40, back IP20

Types

Colore

Set di montaggio

SASSO 60
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SASSO 60 round sensor essential

220-240 V220-240 V presence brightness

COLOUR ORDER CODE

60

ø 63

17

SASSO 60 round sensor sense

220-240 V220-240 V brightness presence temp. sound pr. CO₂ humidity

COLOUR ORDER CODE

65

ø 63

17

SASSO 60 round emergency light

220-240 V220-240 V

3H | BASIC | SPOT LENS / ESCAPE ROUTE LENS / ANTI PANIC LENS CRI ≥ 80

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

incl. 3 interchangeable lenses

3H | SELFTEST | SPOT LENS / ESCAPE ROUTE LENS / ANTI PANIC LENS CRI ≥ 80

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

incl. 3 interchangeable lenses

3H | PRO | SPOT LENS / ESCAPE ROUTE LENS / ANTI PANIC LENS CRI ≥ 80

SYSTEM COLOUR TEMP. LUM. FLUX SYSTEM ORDER CODE

incl. 3 interchangeable lenses

110

ø 63

94

77

jet black 0 4 8 - 2 6 9 3 1 1 1
traffic white 0 4 8 - 2 6 9 3 1 1 7

jet black 0 4 8 - 2 6 9 3 1 2 1
traffic white 0 4 8 - 2 6 9 3 1 2 7

1.0 W 6500 K 217 lm 217 lm/W 0 4 8 - 2 6 9 3 2 1   

1.0 W 6500 K 217 lm 217 lm/W 0 4 8 - 2 6 9 3 2 2   

1.0 W 6500 K 217 lm 217 lm/W 0 4 8 - 2 6 9 3 2 3   

Order options

COLOUR   
jet black RAL 9005 1
traffic white RAL 9016 7

21.0
7.20

25

https://xal.com
https://www.xal.com/de/action/search/detail?searchQuery=048-2693111
https://www.xal.com/de/action/search/detail?searchQuery=048-2693117
https://www.xal.com/de/action/search/detail?searchQuery=048-2693121
https://www.xal.com/de/action/search/detail?searchQuery=048-2693127
https://www.xal.com/de/action/search/detail?searchQuery=048-269321
https://www.xal.com/de/action/search/detail?searchQuery=048-269322
https://www.xal.com/de/action/search/detail?searchQuery=048-269323
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Mounting accessories (required)

MOUNTING SET trimless

TYPE COLOUR ·H (mm) ORDER CODE

for SASSO 60 round | SPIO 60 downlight

ø 73

29

73

MOUNTING SET trimless for soft acoustic ceilings

COLOUR CEILING THICKNESS ·H (mm) ORDER CODE

048-2696397-mounting-set-trim-soft-acoustic-ceiling

ø 80

27

MOUNTING SET with trim 1 lamp for intermediate ceilings, 2-25 mm

COLOUR ·H (mm) ORDER CODE

73

ø 80

40

MOUNTING SET with trim for soft acoustic ceilings 25-40 mm

COLOUR ·H (mm) ORDER CODE

048-2696197-mounting-set-soft-acoustic-ceiling

ø 80

25

Mounting accessories (optional)

EXPOSED CONCRETE MOUNTING HOUSING

COLOUR L·W·H (mm) ORDER CODE

230

16
2

MOUNTING TOOL

TYPE COLOUR L·W·H (mm) ORDER CODE

048-269591-sasso-mounting-tool

77

35
77

PRIMED CONCRETE MOUNTING HOUSING

COLOUR L·W·H (mm) ORDER CODE

order mounting set separately

Electrical accessories (optional)

REPLACEMENT ACCUPACK

TYPE ORDER CODE

⌀
for plasterboard ceilings 12.5/15/25 
mm traffic white 73·29 0 4 8 - 2 6 9 6 1 1 7

⌀
traffic white 25-40 mm 80·27 0 4 8 - 2 6 9 6 1 9 7

⌀
traffic white 80·40 0 4 8 - 2 6 9 6 3 1 7
jet black 80·40 0 4 8 - 2 6 9 6 3 1 8

⌀
traffic white 80·25 0 4 8 - 2 6 9 6 3 9 7
jet black 80·25 0 4 8 - 2 6 9 6 3 9 8

white aluminium 230·230·162 0 4 8 - 2 6 9 5 2 1 0

for soft acoustic ceilings traffic black 77·77·35 0 4 8 - 2 6 9 5 9 1 8

white aluminium 614·307·120 0 4 8 - 2 6 9 5 1 1 0

3h battery life 0 4 8 - 2 6 9 3 9 1 0

21.0
7.20

25

https://xal.com
https://xal.com/048-2696117
https://xal.com/048-2696197
https://xal.com/048-2696317
https://xal.com/048-2696318
https://xal.com/048-2696397
https://xal.com/048-2696398
https://xal.com/048-2695210
https://xal.com/048-2695918
https://xal.com/048-2695110
https://xal.com/048-2693910

